NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: CEDAR BLUFF RD.
CROSSING: WARD BRANCH
LOCATION: 2 MI W OF SMITH CO.

85F00070001
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01070
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.98
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.33240 DEGREES
W 86.13757 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 15.1 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 210 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD:  NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~N~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  NOT APPLICABLE

[ TN 4N NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of 8409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85F00070003
TROUSDALE COUNTY
00000

CEDAR BLUFF RD.
STONE BRANCH

2 MI'W OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01070
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.33
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.33052 DEGREES
W  86.13187 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 371 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

N ~NZ N~

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85562900001
TROUSDALE COUNTY
00000

FORT BLOUNT RD.
BRANCH

0.3 MI E OF SR10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01074
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.32
SUFFICIENCY RATING: 89.1

IDENTIFICATION
N 36.39178 DEGREES
W 86.10707 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 315 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/3/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85562900003
TROUSDALE COUNTY
00000

FORT BLOUNT RD.
LICK CREEK

2 MI N OF SR25

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01074
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.00
SUFFICIENCY RATING: 92.5

IDENTIFICATION
N 36.38580 DEGREES
W 86.06513 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85562900005
TROUSDALE COUNTY
00000

DIXON CREEK RD.
DOG BRANCH

2 MI'W OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01074
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.05
SUFFICIENCY RATING: 91.6

IDENTIFICATION
N 36.39705 DEGREES
W  86.03405 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 341 FT
(49) TOTAL BRIDGE LENGTH: 35.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/14/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85562890001
TROUSDALE COUNTY
00000

HALLTOWN RD
HICKERSON BRANCH
1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 01082
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.58
SUFFICIENCY RATING: 79.6

IDENTIFICATION
N 36.42567 DEGREES
W 86.13518 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1945
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 24 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

~N~~NZ2 22

H-15-44

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 33.1 FT
(94) BRIDGE IMPROVEMENT COST: $81,000.00
(95) ROADWAY IMPROVEMENT COST: $9,000.00
(96) TOTAL PROJECT COST: $122,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER: 85020860009
BRIDGE OWNER: TROUSDALE COUNTY
FIPS CODE: 00000
ROAD NAME: SCANTY BRANCH RD
CROSSING: N FORK SCANTY BRANCH
LOCATION: 4 MI NE JCT25&SMITH CL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.18
SUFFICIENCY RATING: 79.5

IDENTIFICATION

(16a,b) LATITUDE: N  36.39367 DEGREES
(17a,b) LONGITUDE: W 86.00882 DEGREES
(98a) BORDER BRIDGE STATE CODE: N/A
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT
(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE
NAVIGATION DATA
(38) NAV CONTROL: NO NAVIGATION CONTROL
(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION

(112) MEETS NBIS BRIDGE LENGTH: YES
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: RURAL MINOR COLLECTOR
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N
(59) SUPERSTRUCTURE: N
(60) SUBSTRUCTURE: N
(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6
(62) CULVERT CONDITION (IF APPLICABLE): 7
DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL

(67) STRUCTURAL EVALUATION: 7
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS

NEEDED)
(76) LENGTH OF BRIDGE IMPROVEMENT: 30.8 FT
(94) BRIDGE IMPROVEMENT COST: $41,000.00
(95) ROADWAY IMPROVEMENT COST: $5,000.00
(96) TOTAL PROJECT COST: $62,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/15/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER: 85020860001
BRIDGE OWNER: TROUSDALE COUNTY
FIPS CODE: 00000
ROAD NAME: SCANTY BRANCH RD
CROSSING: SCANTY BRANCH
LOCATION: 1 MI W OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.02
SUFFICIENCY RATING: 79.5

IDENTIFICATION

(16a,b) LATITUDE: N 36.39545 DEGREES
(17a,b) LONGITUDE: W  86.02295 DEGREES
(98a) BORDER BRIDGE STATE CODE: N/A
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT
(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE
NAVIGATION DATA
(38) NAV CONTROL: NO NAVIGATION CONTROL
(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION

(112) MEETS NBIS BRIDGE LENGTH: YES
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: RURAL MINOR COLLECTOR
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N
(59) SUPERSTRUCTURE: N
(60) SUBSTRUCTURE: N
(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6
(62) CULVERT CONDITION (IF APPLICABLE): 7
DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL

(67) STRUCTURAL EVALUATION: 7
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS

NEEDED)
(76) LENGTH OF BRIDGE IMPROVEMENT: 34.1 FT
(94) BRIDGE IMPROVEMENT COST: $56,000.00
(95) ROADWAY IMPROVEMENT COST: $6,000.00
(96) TOTAL PROJECT COST: $85,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/15/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020860003
TROUSDALE COUNTY
00000

SCANTY BRANCH RD
DIXON CREEK

2 MI'W OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.69
SUFFICIENCY RATING: 73.6

IDENTIFICATION
N 36.39695 DEGREES
W  86.03405 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 48.9 FT
(49) TOTAL BRIDGE LENGTH: 53.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o N o o

HS-20-44

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: 53.1 FT
(94) BRIDGE IMPROVEMENT COST: $86,000.00
(95) ROADWAY IMPROVEMENT COST: $9,000.00
(96) TOTAL PROJECT COST: $130,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/15/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: DOG BRANCH RD
CROSSING: DOG BRANCH
LOCATION: 4.9 MI NE JCT SR10&SR25

85020860011
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.41
SUFFICIENCY RATING: 80.0

IDENTIFICATION
N 36.40665 DEGREES
W  86.03655 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 44.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
BRIDGE IS NOT ELIGIBLE FOR THE

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE DECK REPAIR

~o Z2 22

HS-20-44

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 44 FT
(94) BRIDGE IMPROVEMENT COST: $42,000.00
(95) ROADWAY IMPROVEMENT COST: $5,000.00
(96) TOTAL PROJECT COST: $64,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020860007
TROUSDALE COUNTY
00000

DOG BRANCH RD

DOG BRANCH

2.5 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.68
SUFFICIENCY RATING: 80.0

IDENTIFICATION
N 36.41043 DEGREES
W  86.03583 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 44.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE DECK REPAIR

~N~~NZ2 22

HS-20-44

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 44 FT
(94) BRIDGE IMPROVEMENT COST: $41,000.00
(95) ROADWAY IMPROVEMENT COST: $5,000.00
(96) TOTAL PROJECT COST: $62,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020860005
TROUSDALE COUNTY
00000

PUMPKIN BRANCH RD
PUMPKIN BRANCH

1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02086
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.63
SUFFICIENCY RATING: 86.1

IDENTIFICATION
N 36.42785 DEGREES
W 86.06150 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020880001

CITY OF HARTSVILLE
32720

W. MAIN ST.

WELCH BRANCH

IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02088
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.68
SUFFICIENCY RATING: 83.6

IDENTIFICATION
N 36.39180 DEGREES
W 86.17860 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 315 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020880003
TROUSDALE COUNTY
00000

OLD HWY. 25

SECOND CREEK

2 MI'W OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02088
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.45
SUFFICIENCY RATING: 71.1

IDENTIFICATION
N 36.38852 DEGREES
W  86.20973 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1950
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 259 FT
(49) TOTAL BRIDGE LENGTH: 279 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 23.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 000N
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o~~~

HS-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 27.9 FT
(94) BRIDGE IMPROVEMENT COST: $75,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $113,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/17/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020900001
TROUSDALE COUNTY
00000
HONEYSUCKLE RD.
HAWKINS BRANCH

2 MI'S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.12
SUFFICIENCY RATING: 95.3

IDENTIFICATION
N 36.44420 DEGREES
W 86.20108 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020900003
TROUSDALE COUNTY
00000
HONEYSUCKLE RD.
SKILLET CREEK

1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.10
SUFFICIENCY RATING: 85.7

IDENTIFICATION
N 36.44728 DEGREES
W  86.18438 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 243 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/21/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020900005
TROUSDALE COUNTY
00000

HONEYSUCKLE RD.
LITTLE GOOSE CREEK
1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02090
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.14
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 36.44717 DEGREES
W 86.18367 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 279 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/21/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85020910001
TROUSDALE COUNTY
00000

TEMPLOW RD

ROCKY CREEK

1.5 MI E OF SUMNER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 02091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.21
SUFFICIENCY RATING: 97.5

IDENTIFICATION
N 36.42075 DEGREES
W  86.24968 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0110001
TROUSDALE COUNTY
00000

LOCK SIX RD.

BIG GOOSE CREEK

1 MI S OF SR10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A011
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.84
SUFFICIENCY RATING: 67.1

IDENTIFICATION
N 36.37408 DEGREES
W 86.13648 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.0 FT
(49) TOTAL BRIDGE LENGTH: 178.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o~~~

H-15-44

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: 178.1 FT
(94) BRIDGE IMPROVEMENT COST: $189,000.00
(95) ROADWAY IMPROVEMENT COST: $19,000.00
(96) TOTAL PROJECT COST: $284,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/14/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0150001
TROUSDALE COUNTY
00000

HAWKINS BRANCH RD.
BRANCH

2 MI'W OF SR141

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.64
SUFFICIENCY RATING: 97.8

IDENTIFICATION
N 36.45192 DEGREES
W  86.21208 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 371 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 36.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 289 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z2 ©o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0150003
TROUSDALE COUNTY
00000

HAWKINS BRANCH RD.
HAWKINS BRANCH

2 MI'W OF SR141

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.91
SUFFICIENCY RATING: 97.9

IDENTIFICATION
N 36.44943 DEGREES
W  86.20863 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 53.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.6 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

~N~NZ o0 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0210005
TROUSDALE COUNTY
00000

SKILLET CREEK RD.
SKILLET CREEK

1 MI'S OF MACON CO

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A021
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.51
SUFFICIENCY RATING: 81.0

IDENTIFICATION
N 36.46893 DEGREES
W  86.19203 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 246 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/21/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0210007
TROUSDALE COUNTY
00000

SKILLET CREEK RD.
CARR BRANCH

2.3 MI' S OF MACON CO

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A021
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.97
SUFFICIENCY RATING: 90.6

IDENTIFICATION
N 36.46220 DEGREES
W  86.19187 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 33.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/21/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0210003
TROUSDALE COUNTY
00000

SKILLET CREEK RD.
SKILLET CREEK

2 MI'S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A021
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.70
SUFFICIENCY RATING: 73.0

IDENTIFICATION
N 36.45227 DEGREES
W 86.18747 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

~N~~NZ2 22

HS-20-44

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 459 FT
(94) BRIDGE IMPROVEMENT COST: $72,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $109,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/21/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0250001

TROUSDALE COUNTY
00000

ELMER DALTON RD.
HARRIS BRANCH

2.3 M NE JCT SR141&SR260

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A025
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.39
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.43640 DEGREES
W 86.16617 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0260001
TROUSDALE COUNTY
00000

HARRIS BRANCH RD.
HARRIS BRANCH

1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A026
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.16
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.42527 DEGREES
W 86.18020 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 371 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0260003
TROUSDALE COUNTY
00000

HARRIS BRANCH RD.
HARRIS BRANCH

1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A026
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.89
SUFFICIENCY RATING: 75.0

IDENTIFICATION
N 36.43145 DEGREES
W  86.16957 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1950
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 24 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 174 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

a o Z2 2 2

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 29.9 FT
(94) BRIDGE IMPROVEMENT COST: $146,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $220,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0270001
TROUSDALE COUNTY
00000

FRIENDSHIP HOLLOW LN.
LITTLE GOOSE CREEK
1.5 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A027
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.05
SUFFICIENCY RATING: 96.7

IDENTIFICATION
N 36.43370 DEGREES
W 86.18810 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 371 FT
(49) TOTAL BRIDGE LENGTH: 110.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0280005
TROUSDALE COUNTY
00000

PARKER LN.

BRANCH

2.5 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A028
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.06
SUFFICIENCY RATING: 94.8

IDENTIFICATION
N 36.40797 DEGREES
W 86.17762 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 36.4 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 25 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0310001
TROUSDALE COUNTY
00000

SULPHUR COLLEGE RD.
SECOND CREEK

0.8 MI N OF SR10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A031
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.40
SUFFICIENCY RATING: 81.8

IDENTIFICATION
N 36.40140 DEGREES
W  86.21403 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1981
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 59 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 12 TONS
WEIGHT POSTING (3 OR MORE AXLES): 21 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

~o Z2 2 2

HS-20-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0350001

TROUSDALE COUNTY
00000

SNAKE HOLLOW RD.
SECOND CREEK

2.4 M NE JCT SR25 & SR376

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A035
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.79
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.41375 DEGREES
W 86.22888 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0360001
TROUSDALE COUNTY
00000

DALTON HOLLOW RD.
HARRIS CREEK

1 MI S OF SR10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A036
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 96.9

IDENTIFICATION
N 36.42845 DEGREES
W 86.17412 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

~N~NZ 0N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0400001
TROUSDALE COUNTY
00000

OLD LAFAYETTE RD.
GOOSE CREEK

2 MI N OF SR10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A040
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.23
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.40855 DEGREES
W 86.10620 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 68.9 FT
(49) TOTAL BRIDGE LENGTH: 207.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/3/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0400003
TROUSDALE COUNTY
00000

OLD LAFAYETTE RD.
HICKERSON BRANCH
25MIN SR 10

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A040
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.53
SUFFICIENCY RATING: 92.2

IDENTIFICATION
N 36.40814 DEGREES
W 86.11171 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 55.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/3/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0410001
TROUSDALE COUNTY
00000

MARSHALL LN.
HICKERSON BRANCH
3 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A041
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.39
SUFFICIENCY RATING: 94.8

IDENTIFICATION
N 36.41390 DEGREES
W 86.11915 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2000
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 43.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 223 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 N Z2Z NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0440001

TROUSDALE COUNTY

00000

SHOOT RD.

MIDDLE FORK GOOSE CREEK
1 MI' S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A044
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.90
SUFFICIENCY RATING: 85.2

IDENTIFICATION
N 36.42442 DEGREES
W 86.10476 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 80.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0440003
TROUSDALE COUNTY
00000

MIDDLE FORK RD.

BIG GOOSE CREEK

1.5 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A044
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.54
SUFFICIENCY RATING: 97.1

IDENTIFICATION
N 36.41935 DEGREES
W  86.09807 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1976
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 68.9 FT
(49) TOTAL BRIDGE LENGTH: 207.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 13 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: MIDDLE FORK RD.
CROSSING: BRANCH
LOCATION: 4.1 MI N JCT SR10&SR25

850A0450003
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A045
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.55
SUFFICIENCY RATING: 91.7

IDENTIFICATION
N 36.44390 DEGREES
W  86.11092 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1990
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 8.9 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 5 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: MIDDLE FORK RD.
CROSSING: MIDDLE FORK GOOSE CREEK
LOCATION: 4.1 MI NE JCT SR141&SR260

850A0450001
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A045
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.71
SUFFICIENCY RATING: 86.2

IDENTIFICATION
N 36.44318 DEGREES
W  86.11392 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1990
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 160.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 24 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN O N

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0510001
TROUSDALE COUNTY
00000

OGLESBY RD.

FINLEY BRANCH

2.5 MI S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A051
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.14
SUFFICIENCY RATING: 87.0

IDENTIFICATION
N 36.40972 DEGREES
W  86.09263 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 6 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/3/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0540005
TROUSDALE COUNTY
00000

LICK CREEK RD.
BRANCH

2 MI N OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A054
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.60
SUFFICIENCY RATING: 89.0

IDENTIFICATION
N 36.38797 DEGREES
W  86.06333 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2002
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.8 FT
(49) TOTAL BRIDGE LENGTH: 272 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 272 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.7 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0540007
TROUSDALE COUNTY
00000

LICK CREEK RD.
BRANCH

2.9 M SE JCT SR10&SR25

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A054
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.85
SUFFICIENCY RATING: 83.7

IDENTIFICATION
N 36.36662 DEGREES
W  86.06998 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 210 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0540001
TROUSDALE COUNTY
00000

LICK CREEK RD.

LICK CREEK

2 MI N OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A054
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.01
SUFFICIENCY RATING: 87.0

IDENTIFICATION
N 36.38220 DEGREES
W 86.06382 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 22.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0540003
TROUSDALE COUNTY
00000

LICK CREEK RD.
GLASGOW BRANCH

2.9 M SE JCT SR10&SR25

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A054
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.16
SUFFICIENCY RATING: 87.7

IDENTIFICATION
N 36.36662 DEGREES
W  86.06998 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 42.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0550001
TROUSDALE COUNTY
00000

SCRUGGS LN.

LICK CREEK

ON SUGGS HOLLOW RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A055
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 91.4

IDENTIFICATION
N 36.39277 DEGREES
W  86.06437 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1980
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 226 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0570001
TROUSDALE COUNTY
00000

GLASGOW BRANCH RD.
GLASGOW BRANCH

1.2 MI N OF SMITH CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.79
SUFFICIENCY RATING: 96.9

IDENTIFICATION
N 36.37585 DEGREES
W 86.07528 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 358 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0590001
TROUSDALE COUNTY
00000

MOSS LN.

BRANCH

.54 M N OF MACON CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A059
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.23
SUFFICIENCY RATING: 74.2

IDENTIFICATION
N 36.39200 DEGREES
W  86.04500 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2012
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 23.3 FT
(49) TOTAL BRIDGE LENGTH: 233 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 16.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1N10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

o N2 Z2 Z

HL-93

o ~NZ2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: 23.3 FT
(94) BRIDGE IMPROVEMENT COST: $66,000.00
(95) ROADWAY IMPROVEMENT COST: $7,000.00
(96) TOTAL PROJECT COST: $100,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/15/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0620001
TROUSDALE COUNTY
00000

DIXON CREEK RD.
DIXON CREEK

2 MI'S OF MACON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A062
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 74.2

IDENTIFICATION
N 36.40855 DEGREES
W  86.02132 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 459 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 246 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o~~~
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(76) LENGTH OF BRIDGE IMPROVEMENT: 459 FT
(94) BRIDGE IMPROVEMENT COST: $67,000.00
(95) ROADWAY IMPROVEMENT COST: $7,000.00
(96) TOTAL PROJECT COST: $101,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0620003
TROUSDALE COUNTY
00000

DIXON CREEK RD.
BRANCH

.54 M N OF MACON CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A062
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.43
SUFFICIENCY RATING: 91.6

IDENTIFICATION
N 36.41492 DEGREES
W 86.01170 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 344 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 344 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0620005
TROUSDALE COUNTY
00000

DIXON CREEK RD.
DIXON CREEK

1 MI'S OF MACON CO

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A062
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.45
SUFFICIENCY RATING: 91.4

IDENTIFICATION
N 36.42194 DEGREES
W  86.00433 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: DURHAM HOLLOW LN.
CROSSING: DIXON CREEK
LOCATION: 4.1 MI NE JCT SR10&SR25

850A0690001
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A069
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 90.3

IDENTIFICATION
N 36.38702 DEGREES
W 86.04188 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 46.9 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/14/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A0880001
TROUSDALE COUNTY
00000

WARD HILL RD.

WARD BRANCH

1.5 MI E OF WILSON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A088
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.45
SUFFICIENCY RATING: 85.5

IDENTIFICATION
N 36.32645 DEGREES
W  86.13743 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1060001
TROUSDALE COUNTY
00000

CANOE BRANCH SPUR
ROCKY CREEK

1.5 MI E OF SUMNER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A106
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.13
SUFFICIENCY RATING: 94.8

IDENTIFICATION
N 36.34828 DEGREES
W  86.25943 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.0 FT
(49) TOTAL BRIDGE LENGTH: 127.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/10/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1090001
TROUSDALE COUNTY
00000

CANOE BRANCH RD.
ROCKY CREEK

1.5 MI E OF SUMNER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A109
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.12
SUFFICIENCY RATING: 86.1

IDENTIFICATION
N 36.35608 DEGREES
W  86.25733 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 479 FT
(49) TOTAL BRIDGE LENGTH: 95.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/10/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1170001
TROUSDALE COUNTY
00000

RANKIN RD.

ROCKY CREEK

1.5 MI E OF SUMNER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A117
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.47
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.36988 DEGREES
W  86.25132 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1180001
TROUSDALE COUNTY
00000

OLD 25 LOOP

ROCKY CREEK

1.5 MI E OF SUMNER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A118
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.08
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.38937 DEGREES
W  86.25135 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1998
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 68.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 272 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 223 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1190001
TROUSDALE COUNTY
00000

BRUMMITT RD.
BRANCH

1.0 MI SE JCT. 25 & 376

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A119
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.19
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.36988 DEGREES
W  86.25132 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2007
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/13/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1250001
TROUSDALE COUNTY
00000

ARMSTRONG RD.
BRANCH

1.1 MI S JCT SR25 &SR376

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.35
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.37287 DEGREES
W  86.26302 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/10/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1250003
TROUSDALE COUNTY
00000

BROWN RD.

BRANCH

0.5 MI S JCT SR25&SR376

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.74
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.37813 DEGREES
W 86.26112 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/10/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1270001

TROUSDALE COUNTY
00000

ROME GREGORY LN.
SCANTY BRANCH

ON SCANTY BRANCH ROAD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A127
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.06
SUFFICIENCY RATING: 61.6

IDENTIFICATION
N 36.39150 DEGREES
W 86.00787 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: WOOD OR TIMBER

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 249 FT
(49) TOTAL BRIDGE LENGTH: 35.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 13.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 13.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 131 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z NN oo

0o N2 g,

(76) LENGTH OF BRIDGE IMPROVEMENT: 35.1 FT
(94) BRIDGE IMPROVEMENT COST: $154,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $232,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/15/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1290001
TROUSDALE COUNTY
00000

EVITTS LN.

DIXON CREEK

5.1 MI NE JCT SR10&SR25

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A129
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.00
SUFFICIENCY RATING: 93.9

IDENTIFICATION
N 36.40155 DEGREES
W  86.02687 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2000
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 246 FT
(49) TOTAL BRIDGE LENGTH: 49.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1350001

CITY OF HARTSVILLE
32720

E. MAIN ST.

LITTLE GOOSE CREEK
IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A135
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.19
SUFFICIENCY RATING: 78.4

IDENTIFICATION
N 36.39047 DEGREES
W 86.16312 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 50.9 FT
(49) TOTAL BRIDGE LENGTH: 162.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 35.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 40 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 37.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o~~~
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(76) LENGTH OF BRIDGE IMPROVEMENT: 162.1 FT
(94) BRIDGE IMPROVEMENT COST: $749,000.00
(95) ROADWAY IMPROVEMENT COST: $75,000.00
(96) TOTAL PROJECT COST: $1,124,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/24/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850A1350003

CITY OF HARTSVILLE
32720

E. MAIN ST.

DARWIN CREEK

CITY OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A135
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.56
SUFFICIENCY RATING: 80.4

IDENTIFICATION
N 36.39033 DEGREES
W  86.15637 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 299 FT
(52) BRIDGE OUT TO OUT WIDTH: 315 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

~N~~NZ2 22

HS-20-44

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 32.2 FT
(94) BRIDGE IMPROVEMENT COST: $95,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $143,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: BLACKWELL LN.
CROSSING: DOG BRANCH
LOCATION: 4.8 MI NE JCT SR10&SR25

850A1900001
TROUSDALE COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0A190
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.00
SUFFICIENCY RATING: 90.3

IDENTIFICATION
N 36.39928 DEGREES
W 86.03522 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1998
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 322 FT
(49) TOTAL BRIDGE LENGTH: 35.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18 FT
(52) BRIDGE OUT TO OUT WIDTH: 23.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 3/14/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850B1090001

TROUSDALE COUNTY
00000

HANCOCK RD.

BRANCH

1.1 M SE JCT SR 141&SR260

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0B109
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 100.0

IDENTIFICATION
N 36.40863 DEGREES
W 86.17852 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2007
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 35.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/16/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850B1300001

TROUSDALE COUNTY

00000

SLEEPY HOLLOW LN.

LITTLE GOOSE CR OVERFLOW
1.1 M SE JCT SR 141&SR260

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0B130
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.40863 DEGREES
W 86.17852 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 35.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

850B1300003

TROUSDALE COUNTY
00000

SLEEPY HOLLOW LN.
LITTLE GOOSE CREEK

1.2 M SE JCT SR 141&SR260

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: 0B130
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.12
SUFFICIENCY RATING: 92.9

IDENTIFICATION
N 36.40972 DEGREES
W 86.17638 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 39.0 FT
(49) TOTAL BRIDGE LENGTH: 158.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 299 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/23/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HWY. 231 S.
CROSSING: ROCKY CREEK
LOCATION: 4.4 MI N OF WILSON CO.

85SR0100001
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.36
SUFFICIENCY RATING: 63.3

IDENTIFICATION
N 36.36202 DEGREES
W  86.25565 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1928
(106) YEAR THE BRIDGE WAS REHABILITATED: 1965
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.0 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 31.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 371 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o~

HS-20-44

0o ~NZ w o

(76) LENGTH OF BRIDGE IMPROVEMENT: 86 FT
(94) BRIDGE IMPROVEMENT COST: $199,000.00
(95) ROADWAY IMPROVEMENT COST: $20,000.00
(96) TOTAL PROJECT COST: $299,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/1/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HWY. 25 W.
CROSSING: BRANCH
LOCATION: 4.5 MI SW OF HARTSVILLE

85SR0100003
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.61
SUFFICIENCY RATING: 70.8

IDENTIFICATION
N 36.39025 DEGREES
W  86.25562 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/1/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HWY. 25 W.
CROSSING: BRANCH
LOCATION: 4.4 MI SW OF HARTSVILLE

85SR0100005
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.69
SUFFICIENCY RATING: 75.6

IDENTIFICATION
N 36.39012 DEGREES
W  86.25432 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/1/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HWY. 25 W.
CROSSING: ROCKY CREEK
LOCATION: 4.3 MI SW OF HARTSVILLE

85SR0100007
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.86
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 36.38990 DEGREES
W  86.25133 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: 1994
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 341 FT
(52) BRIDGE OUT TO OUT WIDTH: 36.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o o

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/1/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100009

STATE OF TENNESSEE
00000

HWY. 25 W.

SECOND CREEK

1.9 MIW OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.22
SUFFICIENCY RATING: 84.9

IDENTIFICATION
N 36.40012 DEGREES
W  86.21323 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 279 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 21212017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100011

STATE OF TENNESSEE
00000

MCMURRY BLVD. W.
LITTLE GOOSE CREEK
IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.53
SUFFICIENCY RATING: 64.9

IDENTIFICATION
N 36.40200 DEGREES
W 86.17305 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.0 FT
(49) TOTAL BRIDGE LENGTH: 157.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o o

H-20-44

o ~NZ N O

(76) LENGTH OF BRIDGE IMPROVEMENT: 157.2 FT
(94) BRIDGE IMPROVEMENT COST: $463,000.00
(95) ROADWAY IMPROVEMENT COST: $47,000.00
(96) TOTAL PROJECT COST: $695,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100013

STATE OF TENNESSEE
00000

MCMURRY BLVD. W.
LITTLE GOOSE CREEK
IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.71
SUFFICIENCY RATING: 55.4

IDENTIFICATION
N 36.40143 DEGREES
W  86.16995 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: 1992
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 143.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o g o

H-20-44

0o ~NZ w o

(76) LENGTH OF BRIDGE IMPROVEMENT: 143 FT
(94) BRIDGE IMPROVEMENT COST: $412,000.00
(95) ROADWAY IMPROVEMENT COST: $42,000.00
(96) TOTAL PROJECT COST: $619,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/2/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100015

STATE OF TENNESSEE
32720

MCMURRY BLVD. W.
MILL BRANCH

IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.96
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 36.40020 DEGREES
W 86.16723 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 21212017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100017

STATE OF TENNESSEE
32720

MCMURRY BLVD. E.
DARWIN BRANCH

IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 12.61
SUFFICIENCY RATING: 72.9

IDENTIFICATION
N 36.39557 DEGREES
W  86.15592 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1952
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a~NZ222

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONON
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 21212017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100019

STATE OF TENNESSEE
32720

HWY. 25 E.

BIG GOOSE CREEK

IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.26
SUFFICIENCY RATING: 43.9

IDENTIFICATION
N 36.38508 DEGREES
W  86.13083 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 53.1 FT
(49) TOTAL BRIDGE LENGTH: 2451 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 265 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONON
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N oo1:

H-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 2451 FT
(94) BRIDGE IMPROVEMENT COST: $721,000.00
(95) ROADWAY IMPROVEMENT COST: $73,000.00
(96) TOTAL PROJECT COST: $1,082,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100021

STATE OF TENNESSEE
00000

HWY. 10

BRANCH

1.7 MI.LE.OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 15.96
SUFFICIENCY RATING: 79.8

IDENTIFICATION
N 36.39492 DEGREES
W 86.11063 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100023

STATE OF TENNESSEE
00000

HWY. 10

FINLEY BRANCH

2.7 MLLE.OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.99
SUFFICIENCY RATING: 53.8

IDENTIFICATION
N 36.40733 DEGREES
W  86.10223 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 29.2 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z NN~

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $98,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $148,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0100025

STATE OF TENNESSEE
00000

HWY. 10

PUMPKIN BRANCH

5.3 MLLE. OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR010
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.55
SUFFICIENCY RATING: 55.8

IDENTIFICATION
N 36.43473 DEGREES
W 86.07333 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1946
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z NN~

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $100,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $151,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/6/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR1410001

STATE OF TENNESSEE
00000

HWY. 141 N.

HARRIS BRANCH

1.5 MI N OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR141
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.43
SUFFICIENCY RATING: 94.8

IDENTIFICATION
N 36.42365 DEGREES
W 86.18290 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1974
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 459 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 351 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR1410003

STATE OF TENNESSEE
00000

BROADWAY

LITTLE GOOSE CREEK
IN HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR141
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.82
SUFFICIENCY RATING: 83.9

IDENTIFICATION
N 36.39185 DEGREES
W 86.16713 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY-PEDESTRIAN
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 48.9 FT
(49) TOTAL BRIDGE LENGTH: 97.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 59 FT
(51) BRIDGE CURB TO CURB WIDTH: 38.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.3 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 38.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 14 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 38.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o NN

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: INNN
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR1410005

STATE OF TENNESSEE
32720

RIVER ST.

CUMBERLAND RIVER

AT HARTSVILLE CITY LIMITS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR141
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.25
SUFFICIENCY RATING: 53.9

IDENTIFICATION
N 36.37440 DEGREES
W  86.17493 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1981
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 366.1 FT
(49) TOTAL BRIDGE LENGTH: 7959 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 45.9 FT
(52) BRIDGE OUT TO OUT WIDTH: 499 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 479 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NAVIGATION CONTROLLED WATERWAY

(39) NAVIGATION VERTICAL CLEARANCE: 65 FT
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: 359.9 FT

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N > oo

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 100N
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

0o ~NZ © b

(76) LENGTH OF BRIDGE IMPROVEMENT: 7959 FT

(94) BRIDGE IMPROVEMENT COST: $10,980,000.00

(95) ROADWAY IMPROVEMENT COST: $1,099,000.00

(96) TOTAL PROJECT COST: $16,471,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 2/3/2017

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 08/2017
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /

(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR1410007

STATE OF TENNESSEE

00000

RIVER ROAD

OVERFLOW CUMBERLAND RIVE
.25 MI.S.OF HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR141
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.50
SUFFICIENCY RATING: 62.9

IDENTIFICATION
N 36.37077 DEGREES
W 86.17583 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1979
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 51.8 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 479 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: ONON
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

AN Z2 22

HS-20-44

o ~NZ2 2 b

(76) LENGTH OF BRIDGE IMPROVEMENT: 34.1 FT
(94) BRIDGE IMPROVEMENT COST: $219,000.00
(95) ROADWAY IMPROVEMENT COST: $22,000.00
(96) TOTAL PROJECT COST: $329,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/9/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: BROWNING BRANCH RD.
CROSSING: BRANCH
LOCATION: 4.73 MI W SR-141

85561330009
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR260
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.81
SUFFICIENCY RATING: 79.8

IDENTIFICATION
N 36.44958 DEGREES
W  86.25320 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 23 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

o N2 Z2 Z

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 30.8 FT
(94) BRIDGE IMPROVEMENT COST: $70,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $106,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/8/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85561330003

STATE OF TENNESSEE
00000

BROWNING BRANCH RD.
LITTLE GOOSE CREEK
.6 M E JCT SR260&SR376

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR260
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.58
SUFFICIENCY RATING: 99.8

IDENTIFICATION
N 36.42235 DEGREES
W 86.18325 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2017
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 50.0 FT
(49) TOTAL BRIDGE LENGTH: 168.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 35.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 37.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

Z N o o ™

HL-93
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(76) LENGTH OF BRIDGE IMPROVEMENT: 201.4 FT
(94) BRIDGE IMPROVEMENT COST: $1,390,000.00
(95) ROADWAY IMPROVEMENT COST: $140,000.00
(96) TOTAL PROJECT COST: $2,086,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/8/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0102001

STATE OF TENNESSEE
00000

HWY. 231 N.

BRANCH

NEAR HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR376
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.49
SUFFICIENCY RATING: 86.9

IDENTIFICATION
N 36.39547 DEGREES
W  86.26437 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1943
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NHS ROUTE

RURAL EXPRESSWAY

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/8/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

85SR0102003

STATE OF TENNESSEE

00000

HWY. 231 N.

EAST FORK BLEDSOE CREEK
NEAR HARTSVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: TROUSDALE
ROUTE: SR376
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.31
SUFFICIENCY RATING: 46.8

IDENTIFICATION
N 36.45062 DEGREES
W 86.26700 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 86 FT
(94) BRIDGE IMPROVEMENT COST: $279,000.00
(95) ROADWAY IMPROVEMENT COST: $28,000.00
(96) TOTAL PROJECT COST: $419,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 2/8/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



